( Original-on file at Highway Office     (Copy-Owner and/or Contractor     (Copy –Code Enforcement/Zoning




DRIVEWAY CULVERT  PIPE -- PERMIT



Size Requirement:





 (15"       (18"       ( ___" diameter culvert pipe 



 ( with galvanized steel end sections



 ( check box if pipe not required       

Location of driveway: Hse# _____




tax map #: _________________



          Road:

(Bldg.Lot# ________)
Property owner


____________________________________
Mailing Address


____________________________________






_______________________________

Telephone


Hm#
_____- _____- ________




Wk#
_____- _____- ________ 
Ext: ________
and/or
Contractor


____________________________________


Contact Person

_______________________________
Mailing Address


_______________________________





_______________________________
Telephone



_____- _____- ________
Cell#



_____- _____- ________
PERMIT FEE:
$25.00 ______    ( Ck# ______    ( Cash
Applicant Signature:
_____________________________________
End-sections must be galvanized steel, whether plastic or galvanized pipe is used.

Pipe material: If plastic pipe is used it must be double-wall smooth interior and have at least one (1) foot of cover material.

The owner/contractor will notify the highway department when the pipe installation and driveway entrance is ready for inspection by the highway superintendent.

Important: The culvert pipe/end sections installation must be inspected and approved by the highway superintendent before a Certificate of Occupancy will be issued.

                
         


Issued by:
_________________________________

Permit Date





Highway Superintendent
_________________   ( Approved
Inspected by: 
_______________________________________
Inspection Date



Remarks_______________________________________________________________________________________
____________________________________________________________________
